
Years 1,3,5… 

 

 

 

 Visual inspection of the appliance, venting, electrical, gas and near boiler hydronic piping 

 Are the venting system joints properly secured together using fasteners and/or locking devices? Properly supported? 

 Visual inspection of the vent termination outside of the building. Check for obstructions that would impede flue gas and combustion air movement. 

 Inspect relief valve(s) for signs of leakage. Are they properly piped away from the boiler? 

 Test the internal expansion vessel for proper air pressure (typically 15-18 psi). 

 Remove, Inspect and clean the heating system return line strainer located at the factory supplied return valve. 

 Remove, inspect and clean the domestic water strainer (combination boilers) located at the cold water inlet of the boiler.  

 Check boiler water for proper cleanliness. Water treatment is required by Pensotti. 

 If required; check system antifreeze for proper Ph and freeze/flow characteristics. Treat as required.  

 Remove, inspect, clean and flush the condensate trap and associated discharge piping. 

 Remove the electrode assembly, clean with a rag and check for proper gap (3.5mm), adjust if necessary. Inspect gasket then reinstall. 

 Remove ionization rod, clean and inspect. Inspect gasket then reinstall. 

 Check ignition transformer for proper spark 

 Check gas line pressure at the inlet pressure port of the gas valve during high fire boiler operation (desired pressure: 11” lp – 7” natural gas). Adjust to 

desired pressure. 

 Check gas line pressure lock-up at the inlet pressure port of the gas valve (maximum static pressure 14”). Higher pressures could damage the gas valve 

and cause personal and property damage. 

 Complete a combustion check using an electronic analyzer. Check CO2 levels at high fire operation (consult manual for proper CO2 values). Adjust to 

required specification.  

 Check flue gas temperature. If above 180 degrees F. or substantially above a previous test result, clean the heat exchanger.  

 Check for proper error code operation by simulating error code faults (EO1, EO2, EO3 etc...) repair any deficiencies. 

 Lubricate the 3-way diverter valve. (use spray type Superlube containing TPFE) 

 Inspect for gas leaks 

 

Years 2,4,6… 

 

 

Pensotti Solenne Annual Maintenance 

 All items listed for years 1,3,5,etc… 

 A complete and thorough primary heat exchanger cleaning 

 Before assembly of the burner assembly thoroughly flush the condensate drain tube. 


